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The California Regional water Quality Control Board, San Francisco Bay
Region, (hereinafter called the Board) finds that:

1. '1'he Auberge du Soleil (hereinafter called the Discharger) currently
operates a restaurant located at 180 Putherford Hill Road, Rutherford,
Napa County. Sewage in the arrount of 4,400 gallons per day generated
from the restaurant is being treated by a septic tank-Ieachfield
system. The leachfield system is now failing.

2. The Discharger submitted a Report of Waste Discharge and consultant's
technical report on July 11, 1984 proposing an increase in waste flow
as well as a new wastewater treatment and disposal system.
Supplemental information was submitted on August 27 and October 5,
1984.

3. The Discharger intends to build a 36-unit inn. Wastewater generated
from both the restaurant and the inn was estbnated to be up to 9,800
gallons per day. The Discharger proposes to build a new sewage
treatment system which includes five 1,500 gallon septic tanks and
three aeration ponds. The ponds will have a storage capacity of
approximately 3,000,000 gallons while maintaining two feet of
freeboard. Two surface aerators will be installed for each pond. (see
site map in Attachment A)

4. During wet weather season, wastewater will be stored and treated in
the aeration ponds. From April 15 through October 30 of each year,
effluent from the ponds will be pumped to a 2.0 acre spray disposal
site at a rate of approxbnately 2.5 inches per week for final
disposal. The spray disposal site is a moderately wooded area located
to the north of the pond system. The slope of the site ranges from
15% to 40%. Any surface runoff from that area due to spray disposal
win be collected in a drainage ditch along the lower end of the spray
disposal site and translJOrted back to the ponds.

5. 'I'he existing subsurface leachfield system will be abandoned after the
pond system is constructed and approved for use.

6. The Board adopted a revised Water Quality Control Plan for the San
Francisco Bay Basin (Basin Plan) on July 21, 1982. 'l'he Basin Plan
contains water quality objectives for the Napa River and
tributaries.

7. The beneficial uses contained in the Basin Plan for the Napa River
downstream from the vicinity of Auberge du Soleil sewage system are:
























